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Since the April 2007 release, more than 
2,000 businesses have already shown 
their appreciation for the Sigma-5 Series 
performance and functionality by placing 
orders. Now, the Sigma-5 Series lineup 
introduces the new super compact AC 
servomotor SGmmv (with models ranging 
from 3.3 W to 30 W) and the corresponding 
DC power input SGDv SErvo-PACKs. 
these products use limited space effec-
tively and help reduce device footprints. 

as small, high performance servo drives that 
can be powered by batteries, they can be 
used in clean room robots, automated guided 
vehicles (agV) and other battery driven trans-
portation systems. They also comply with vari-
ous standards (including Ce marking, UL and 
roHS Directive) for use in european, north 
american and asian nations.

For almost 100 years YASKAWA has been 
supplying mechatronic products and is 
one of the leading companies for motion 
control products worldwide. YASKAWA 
develops and manufactures inverter 
Drives, Servo Drives, motion Controllers 
and robots and has introduced many 

ground-breaking innovations over the 
past decades. YASKAWA products are 
used in all fields of machine building and 
industrial automation and have a high 
reputation for their outstanding quality 
and durability.

New super compact, super low capacity models

Experience & innovation

The Sigma-5 servo system fits in motion  
applications demanding ultra small motors,  
high accuracy, fast positioning and perfect multi-
axessynchronisation

Highest performance for maximum efficiency

 Semicon production devices

 PCB assembly equipment

 SMT placement systems

 Wafer processing systems

 Feeder systems

 Clean room robots

 Liquid crystal production devices

 Chip mounter, electronic component  
production devices

 Micro robots

 Assembly devices

 inspection devices, measuring devices

 Clean systems

Best in Class Servo Drives
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 Automated guidance vehicles (AGV)

 Biomedical devices

 Printing systems 

 Packaging machines

 Erosion machines

 Welding equipment

 Looms (Textile)

 automated guided vehicles

 Metal working machines

 Bonders, probers, iC handlers, chip sorters, 
OHT

 Dispensers, scribers, electrode TAB bondings, 
inspection devices

 Mounters, inserters, solder printers

 Winding machines, spring makers

 X-Y robots, assembly robots

 Screwing devices

Simple tuning
new tuning-less Function
new advanced autotuning
new “One-Parameter” Tuning

Sigma-5 mini Delivers the Highest Performance in the industry

Servo Adjustment Example

Positioning Completed

Position Error

Reference Speed

Settling time 0 to 4 ms! 
(Sigma-5)

Outstanding  

frequency response

1,6 kHz

0

Compact design for a wide range  
of applications
Useful for applications that require compact-
ness or the use of DC input, and a wide 
range of other applications, from semicon-
ductor production devices, chip mounters 
and inspection devices requiring high speeds 
and responsiveness to simple positioning  
and high speed operation applications.

YASKAWA Servo Drives
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15 mm

25 mm

15 mm

25 mm

rated Speed: 3000 rpm Max. speed:  6000 rpm
Encoder: 17 bit absolute

* 230V motors will be supported by standard Sigma-5 Servo-   

  pack ( 10- 20W => SGDV-r90, 30W => 1r6A)
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High dynamics and precision in smallest 
dimensions, has always been a demand 
in mechanical engineering.  
YASAKAWA provides ultra compact servo 
motors, the Sigma-5 mini series. With a 

flange diameter comparable to a one cent 
coin, it allows a variety of new applica-
tions with servo motors. Sigma-5 mini 
motors offer highest performance with 
minimal size for maximum efficiency.

Highest dynamics and precision for applications  
with compact dimensions

  extensive lineup of super compact, super small capacity products
  Two flange sizes (15 mm and 25 mm) available
  24 VDC and 48 VDC inputs, plus 200 VaC input and brake for the 25 mm version. 
  This extensive lineup meets customer applications and requirements in detail. 
 High resolution 17-bit (131,072 pulses/revolution) absolute value serial encoder  

 for high-precision positioning. 
 SerVOPaCK parameter settings also enable use as an incremental type 

 maximum speed 6000 rpm
 High speed (rated speed 3000 rpm and maximum speed 6000 rpm) improves 

 device takt time

SGMMV Servomotor Model SGMMV- Capacity Supply voltage

Flange 15 mm

B3E2A    3.3 W

24/48 VDCB5E2A   5.5 W

B9E2A   11 W

Flange 25 mm

A1E2A   

15 W
24/48 VDC

A1A2A   200 VAC

A2E2A   

20 W
24/48 VDC

A2A2A   200 VAC

A3E2A   

30 W
24/48 VDC

A3A2A   200 VAC
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Power supply voltage: Main power:  24/48 VDC
    Control power: 24 VDC
 
Available Power:  3 – 30 W

interfaces:  MECHATrOLiNK-ii
    MECHATrOLiNK-iii
    Analogue speed
    Pulse train   

 1/12 th

     Technical specifications

Smart and minimized in size - the SErvoPACK is smaller 
than the palm of your hand

  Compact design 30 mm W × 100 mm H (116 mm with attachment) × 80 mm D
 Supports DC power input 
 as the control power is separated from the main circuit power supply,  

 the main circuit power supply can be separately shut down when there is  
 an alarm, and troubleshooting can be easily performed. 

 High performance and easy use with the latest technology 

Efficient use of limited space, reduces 
the footprint of control panels and 
devices. the small, high performance 
servos can be powered by batteries to 
upgrade clean room robots, automated 
guided vehicles (AGv) and other battery 
driven transportation systems.  

these SErvoPACK products retain the 
control performance and easy handling 
of the  Sigma-5 Series while adding 
new advanced autotuning, which allows 
users to quickly make optimal adjust-
ments of their servo drives.

SensorI/O

Single Phase 230V, 10… 30W

Flexibility

High reliability

Sensor

24 / 48 V DC, 3.3… 30W

analog, pulse train,                        -2+3

230V motors will be supported by standard Sigma 5 Servo pack 
( 10- 20W => SGDV-R90, 30W => 1R6A)

Controller

I/O

SGMMV Servomotors SGMMV Servomotors

Controller
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SGDV-¡¡¡ ES1/EP1
SERVOPACKs with DC Power Input

Name Length Order No. Speci�cations Details

CN1
Cables for I/O 
Signals

Connector Kit JZSP-CSI9-2-E (1)

Connector Terminal 
Converter  Unit

0.5 m JUSP-TA26P-E
(2)1 m JUSP-TA26P-1-E

2 m JUSP-TA26P-2-E

Cable with Loose 
wire at One End

1 m JZSP-CSI02-1-E
(3)2 m JZSP-CSI02-2-E

3 m JZSP-CSI02-3-E

CN3
Power Supply 
Cables

Cable with Loose 
wire at One End

1 m JZSP-CF1G00-01-E

(4)

2 m JZSP-CF1G00-02-E
3 m JZSP-CF1G00-03-E
4 m JZSP-CF1G00-04-E
5 m JZSP-CF1G00-05-E
6 m JZSP-CF1G00-06-E
7 m JZSP-CF1G00-07-E
8 m JZSP-CF1G00-08-E
9 m JZSP-CF1G00-09-E
10 m JZSP-CF1G00-10-E

CN5
Cables for Digital 
Operator/Analog 
Monitor Unit 

Digital Operator JUSP-OP05A-1-E (5)

Digital Operator 
Relay Cable 

0.3 m JZSP-CF1S00-A3-E (6)

Analog Monitor Unit JUSP-PC001-E (7)

Analog Monitor Unit 
Connection Cable

0.3 m JZSP-CF1S05-A3-E (8)

Cables for Analog 
Monitor

1 m JZSP-CA01-E (9)

CN7  Connection Cables 
 for Personal Computer

2.5 m JZSP-CVS06-02-E (10)

Terminal Block and 
Connection Cable

Analog Monitor Unit End 

With Connection 
Cable (1 m)

Cable with Connectors at Both Ends

SERVOPACK End Digital Operator End 

SERVOPACK End Power Supply End 

SERVOPACK End Analog Monitor 
 tinU End 

Soldered

ＶＣＭＰ
ＳＶＯＮ ＣＯＩＮ ＴＧＯＮ REF ＣＨＡＲＧＥ

ALARM

ＤＡＴＡＪＯＧ
SVON

ＳＣＲＯＬＬ ＭＯＤＥ／ＳＥＴ
ＲＥＳＥＴ

SERVO
READ WRITE

SERVO

YASKAWA

DIGITAL OPERATOR ＪＵＳＰ－ＯＰ０５Ａ－１－Ｅ

Ｃ１

Ｌ１

ＦＧ

Ｃ２

Ｌ２

ＦＧ

Analog Voltage and Pulse Train Reference SERVO
PACKs

DC

I/O Signal (CN1)

Encoder (CN2)

Servomotor (CN4)

Power Supply  (CN3)

Cable for I/O Signals

Digital operator 
relay cable Status LED

- Servo Ready (RDY)
- Servo Alarm (ALM)

Monitor-Digital Operator (C5)

USB (CN7)

Digital operator

Analog monitor unit
Cable for analog monitor

Sigma-5 servo system 
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With a collection of handy functions Sigma-5 supports the installation and wiring 
of the product. You cand download free applications which makes installation 
quick and easy.

Features
  Simple parameter set-up with wizard-aided input
  The SigmaWin+ wiring check function checks your wiring in a single operation
  realtime trace of adjustment state means you can check instantly
 even without servo adjustment and with load changes, oscillation- and

 vibration-free drive is possible up to 20 times the load moment of inertia.
 The reference filter and feedback gain adjustment functions have a new

 automatic feed forward gain adjustment for optimal adjustment performance.
 The friction compensation function automatically cancels out the effect of
 friction on machine characteristics.

SErvoPACK Part interfaces

Easy Setup

MECHATrOLiNK-ii and iii comm. reference doesn‘t have digital interface.
in this case an additional communication port will be embedded.

The 24/48 VDC SErVOPACKs provide the following interfaces for a variety of 
applications and can be combined with YASKAWA Motion Controllers. 
 
     Analog Voltage
     Pulse Train
     MECHATrOLiNK-ii
     MECHATrOLiNK-iii
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Rated Output
Code Max. Power [W]
B3 3.3
B5 5.5
B9 11
A1 10
A2 20
A3 30

SGMMV- A1 A 2 A 2 1 

Sigma-5 mini Series 
Servomotor

Power Supply Voltage
A 200 – 230 VAC
E 24/48 VDC*

Serial Encoder
2 17-bit absolute

Shaft End
2 Straight (Standard)

A Straight with flat 
seats (optional)

Options
1 Without options

C
With holding brake 
(24 VDC, flange size: 
25 mm x 25 mm

Design Revision Order
A Standard

Max. applicable Servomotor Capacity
Code Voltage  [W]
1R7

24/48 VDC
11

2R9 30

SGDV- 2R9 E S1 A 000 00 0 

Sigma-5 Series SERVOPACKS  
with DC Power input

Power Supply Voltage
E 24/48 VDC*

Interface

S1 Analog Voltage reference /For Rotary 
Servomotors)

P1 Pulse Train reference /For Rotary 
Servomotors)

11 MECHATROLINK-II communications 
Reference (for rotary servomotors)

21 MECHATROLINK-III communications 
Reference (for rotary servomotors)

Design Revision Order
A Standard

SErvoPACK model Designations

Parameter Options
0 Standard

Hardware Options

000
Encoder output pulse:
Line driver (Standard)

Software Options
00 Standard

Servo motor model Designations

* Either a 24 or a 48 VDC power supply ca be used for the    
  main circuit. The control power supply must be 24 VDC.
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Specifications are subject to change without notice
for ongoing product modifications and improvements.
© YASKAWA Europe GmbH. All rights reserved.
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